
Auraled Lighting Co., Ltd

LED Strip Datasheet

DC Output:24VDC/12VDC

Specialty-Side View Series

19.2W per/m

Diodes:SMD2835/5050
Life Span:50000 Hours

Add: Main Building 3rd Floor,No.
1599 of Ju xian Road,High-tech Zone, Ningbo, China

P.C: 315000

Website: www.auraledlighting.com

www.auraledlighting.com

E-Mail: sales 1 @auraledlighting.com

Tel: 0086-574-87908359

Fax: 0086-574-89071538
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Product Code

4.8 315 IP20 400
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Diodes Type     IP
Rating

CCT-[Lumen/Meter]
WW WW NW CW

2200K 2700K 4000K 6000K

Led Qty
[LED/M]

CRI
PCB SIZE

Cutting Width Height
points(mm) (mm) (mm)

ALSTP315-4.8W60sR90P20

ALSTP315-7.2W96sR90P20



Details:
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Relative luminous intensity Iv %

Radiation diagram

LED Light distribution

Lamps and lanterns light intensity curve
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Working Conditions:

ToleranceFE05WS-P0-G1 31 9x  
24V60S W08L05 

FE08WS-P0-G1 31 9x  
24V96S W08L05 
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 connection ways

power supply
DC24V

DC24V DC24V DC24V DC24V

DC24V DC24V DC24V DC24V

DC24V DC24V DC24V DC24V

485x260

360x240x240 360x240x240 

/ / 

/ / 

/ / 

25 25 

FE05WS-P0-G1 31 9x 
24V60S W08L05 

FE08WS-P0-G1 31 9x 
24V96S W08L05 

Package Details

CE
ROHS

TUV 5
years warranty

SMD

led
5
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